
ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title : Backhoe loader with Mulcher
p 1 /…
Publication reference : HUSRB/1602/11/0225/Municipality of Novi Becej/TD5
Columns 1-2 should be completed by the Contracting Authority

Columns 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
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	Backhoe loader with Mulcher - 1 pcs
ENGINE:

Diesel engine, 4 cylinder in line with direct injection, water cooled, minimum emission according to CEE 97/68 – Stage 3A

Engine power minimum 100 Hp – maximum 110 Hp

Electric system 12 V – minimum 100 Ah

TRANSMISION:

Hydrostatic transmission with automatic power regulation and variable displacement pump and motor.

Minimal transport speed 35 km/h
STEERING:

Articulated chassis with hydraulic servo assisted LOAD SENSING power steering with total articulation angel 80°

Maximum inner tyres turning radius 2.500 mm

Maximum external turning radius 4.800 mm

Maximum external turning radius of bucket 5.200 mm

HYDRAULIC SYSTEM:

Two gear pumps with minimum oil flow 115 lt/min

Hydraulic oil cooler with oil filter on return line.

SERVICE CAPACITIES:

Fuel tank minimum 90 lt

Cooling system minimum 15 lt
LOADER:

Front multifunctional 4/1 bucket minimum capacity 0,8 m3

Bucket with maximum 2.200 mm

Max loading height minimum 3.300 mm

Breakout force minimum 6.500 kg

Hydraulic quick coupler for connection/disconnection of attachments on loader
BACKHOE: 

Minimum digging depth 4.500 mm

Standard digging bucket 500 – 600 mm

Additional digging bucket 250 - 300 mm 

Ditch cleaning bucket 900 – 1000 mm

Hydraulic line for hammer/auger/mulcher with return line
DIMENSIONS:

Maximal length in transport position 6.000 mm

Maximal width of the machine 2.500 mm

Maximal height of the machine 3.500 mm

Ground clearance minimum 300 mm

Wight of the machine in running order minimum 7.500 kg / max 8.500 kg
MULCHER:

Hydraulic mulching head for backhoe for mulching grass and bushes up to minimum 6 cm diameter

Working width minimum 120 cm

Weight of the unit with adapter plate 500 - 550 kg

Number of hammers minimum 12
Important Note:

Vehicle should be equipped fully in line with Serbian Road Safety Legislation and vehicle should be road ready after delivery. Costs of all obligatory testing and inspections by State designated institutions (other than ones necessary for regular registration process) in according with Serbian legislative are obligation of supplier.
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